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*TW775

Ships Lensless, Lens Sold Separately

$2999
18.1

4500

2000:1

1280x800

16.9" x 7.1" x 13.4" 

3000/2000 (STD/Bright)

Refer to Pure-Optics Lens Chart On Back Page

Refer to Pure-Optics Lens Chart On Back Page

V -20% to +60% Image Height, H +/- 10%
Image Width, Manual Zoom and Focus

Inputs: HDMI, DVI-D w/ HDCP, Two VGA-In,
VGA-Out, S-Video, Composite Video, BNC, 

Component Video, Two +12V Triggers
Audio: Three Stereo Mini Jack, Audio-In, 

Two RCA Stereo Audio-In, Audio-Out
Communications: USB, RS-232, RJ45, Crestron

RoomView®, Internal Wireless Connectivity

Two 3-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

MAP

Weight (lbs)

ANSI Lumens

Contrast (Full On/Off)

Native Resolution

Size (W x H x D)

Lamp Life

Throw Ratio

Image Size (Diagonal)

Projection Lens

I/O Connectivity

Speaker

Warranty

*TX783

$2799
21

5000

1200:1

1024x768

15.7" x 6.6" x 18.7"

3000/2000 (STD/Bright)

2.0 ~ 2.4:1 

24.4" ~ 295.5"

V -60% to +60% Image Height, H +/- 25%
Image Width, Motorized Zoom and Focus

Inputs: HDMI (Audio Supported), DVI-D
w/HDCP, Two VGA-In, VGA-Out, S-Video,

BNC, Composite Video, +12V Trigger
Audio: Six Mini-Jack Audio-In, Audio-Out

 Communications: USB, RS-232
RJ45, Optional Wireless Connectivity

  Two 5-Watt Speakers

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

TX779

$1599
7.8

4500

3000:1

1024x768

12.8" x 4.29" x  10.19"

3000/2000 (STD/Bright)

1.8 ~ 2.1:1

23.4" ~ 300"

Manual Zoom and Focus

Inputs: HDMI, Two VGA-In,
VGA-Out, DVI-D, S-Video,

Composite Video, +12V Trigger
Audio: Stereo RCA Audio-In, Stereo Audio-In,

Stereo Audio-Out
Communications: USB, RS-232,

RJ45, Crestron RoomView®

3-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

About Optoma 
Optoma Technology, Inc. is an award-winning, global leading developer of projection and 
digital display products for business, education, professional audio/video and custom 
installation channels.

With advanced optical engineering expertise and dedication to superb product quality, 
Optoma's innovative products are carefully crafted to incorporate the latest refinements in 
video display technology. By integrating Texas Instruments' DLP® technology, Optoma's 
products combine superior image processing technologies with exceptional engineering 
to deliver images that are bright, crystal clear, and finely-tuned for tone and color.

Headquartered in Silicon Valley, Optoma Technology, Inc. is a subsidary of Coretronic 
Corporation.

Membership:

The Optoma PartnerVizion site is an online sales and marketing resource 
targeted towards direct partners and resellers.

PartnerVizion includes the following programs:

Dedicated Website
Retrieve the latest information on special promotions, marketing/sales tools 
and product updates.

Sales SPIF Program
SPIFs paid to the authorized resellers on sales of qualifying new Optoma 
projectors to end-users.

Product Marketing/Sales Tools
Up-to-date information on Optoma’s current and upcoming products, 
announcements, MAP Pricing, as well as sales promotional programs.
 
Marketing Collateral
Up-to-date marketing collateral including brochures, datasheets, logos, 
web banners, etc.

Special Discounts 
Optoma offers 7% - 10% discounts on select data projectors and accessories to Government, Education, 
Healthcare, and Non-Profit Agencies.

www.partnervizion.com
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*TX785

Ships Lensless, Lens Sold Separately

$2999
18.1

5000

2000:1

1024x768

16.9" x 7.1" x 13.4" 

3000/2000 (STD/Bright)

Refer to Pure-Optics Lens Chart On Back Page

Refer to Pure-Optics Lens Chart On Back Page

V -15% to +50% Image Height, H +/- 10%
Image Width, Manual Zoom and Focus

Inputs: HDMI, DVI-D w/ HDCP, Two VGA-In,
VGA-Out, S-Video, Composite Video, BNC,

Component Video, Two +12V Triggers 
Audio: Three Stereo Mini Jack, Audio-In,

Two RCA Stereo Audio-In, Audio-Out
Communications: USB, RS-232, RJ45, Crestron

RoomView®, Internal Wireless Connectivity

Two 3-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

*TW766W

$1899
12

4000

2500:1

1280x800

14.3" x 5" x 11.1"

3000/2000 (STD/Bright)

1.57 ~ 2.39:1

23.2" ~ 295.7"

V 105-130% Offset, H up to+/- 30% Image
Width, 1.5x Manual Zoom and Focus

Inputs: HDMI (Audio Supported), DVI-D
w/HDCP, Two VGA-In, VGA-Out, S-Video,

Composite Video, +12V Trigger 
Audio: Two Mini-Jack Audio-In, RCA

Audio-In, Mini-Jack Audio-Out, 
Communications: USB, RS-232,

RJ45, Internal Wireless Connectivity

Two 2-Watt Speakers

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

*TX765W

$1799
12

4000

2500:1

1024x768

14.3" x 5" x 11.1" 

3000/2000 (STD/Bright)

1.62 ~ 2.64:1 

22.4" to 303.9" 

V 105-130% Offset, H up to+/- 30% Image
Width, 1.6x Manual Zoom and Focus

Inputs: HDMI (Audio Supported), DVI-D
w/HDCP, Two VGA-In, VGA-Out, S-Video,

Composite Video, +12V Trigger
Audio: Two Mini-Jack Audio-In,

RCA Audio-In, Mini-Jack Audio-Out 
Communications: USB, RS-232,

RJ45, Internal Wireless Connectivity

Two 2-Watt Speakers

3 Years Optoma Express Replacement
Service, 1 Year on Lamp
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MAP

Weight (lbs)

ANSI Lumens

Contrast (Full On/Off)

Native Resolution

Size (W x H x D)

Lamp Life

Throw Ratio

Image Size (Diagonal)

I/O Connectors

Speaker

Warranty

TX762

$1499
6.4

4000

3000:1

1024x768

12.76" x 3.82" x  9.21"

3000/2000 (STD/Bright)

1.6 to 1.92:1

30" ~  307"

Inputs: HDMI, Two VGA-In, VGA-Out,
S-Video, Composite Video, +12V Trigger

Audio: Three Stereo Audio-In, Stereo Audio-Out
Communications: RJ45, RS-232, USB

8 Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

TWR1693

$1499
8.2

3600

2500:1

1280x800

11.8" x 3.9" x  9.6"

3000/2000 (STD/Bright)

1.51 ~ 1.74:1

27" ~ 307"

Inputs: DVI-I w/HDCP, VGA-In,
Composite Video, S-VIdeo,

VGA-Out, +12V Trigger 
Audio: Two Audio-In, Audio-Out

Communications: USB, RJ45, RS-232

3-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

EH1020

$1499
6.4

3000

2200:1

1920x1080

12.7" x 3.8" x  9.2"

4000/3000 (STD/Bright)

1.5 ~ 1.8:1

37.6" ~ 301.1"

Inputs: HDMI, VGA-In, VGA-Out, S-Video,
Composite Video, +12V Trigger

Audio: Stereo RCA Audio-In, Stereo Audio-Out
Communications: USB, RS-232

8-Watt Speaker

 1 Year Limited Parts and Labor,
90 Days on Lamp

TH1060

$1799
7.8

3600

2500:1

1920x1080

12.8" x 4.29" x  10.19"

3000/2000 (STD/Bright)

1.59 ~ 1.91:1

23.6" ~ 300"

Inputs: Two HDMI, VGA-In, VGA-Out, 
Component, S-Video, Composite Video

Audio: Stereo RCA Audio-In, +12V Trigger
Stereo Audio-In, Stereo Audio-Out
Communications: RS-232, USB,

RJ45, Crestron RoomView®

3-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

MAP

Weight (lbs)

ANSI Lumens

Contrast (Full On/Off)

Native Resolution

Size (W x H x D)

Lamp Life

Throw Ratio

Image Size (Diagonal)

I/O Connectors

Speaker

Warranty

EW330/EX330

$899/$849
2.4

2200

2000:1

(EW330) 1280x800, (EX330)1024x768

8" x 2.5" x  6.1"

5000/3000 (STD/Bright)

(EW330) 1.55 to 1.7:1, (EX330) 1.95 to 2.15:1

(EW330) 27.3" ~  359.4", (EX330) 22.9" ~ 302"

Inputs: HDMI, VGA-In,
S-Video, Composite Video

Communications: USB

2 Year Limited Parts and Labor,
90 Days on Lamp

TW1692/TX7156

$999/$899
3.2

3000

2500:1

(TW1692)) 1280x800, (TX7156)1024x768

8.66" x 2.79" x  7.0"

3000/2000 (STD/Bright)

(TW1692) 1.5 to 1.76, (TX7156) 1.8 ~ 2.2:1

(TW1692) 30.95" ~ 371.42", (TX7156) 26.87" ~ 311.1"

Inputs: HDMI, VGA-In,
S-Video, Composite Video

Audio: Audio-In
Communications: USB

1-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp
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MAP

Weight (lbs)

ANSI Lumens

Contrast (Full On/Off)

Native Resolution

Size (W x H x D)

Lamp Life

Throw Ratio

Image Size (Diagonal)

I/O Connectors

Speaker

Warranty

TX612 / *TX615

$799/$899
6.4

3500

3000:1

1024x768

12.76" x 3.82" x  9.21"

4000/3000 (STD/Bright)

1.95 ~ 2.15:1

27.5" ~ 303"

Inputs: (TX615) HDMI, +12V Trigger,
(TX612) Two VGA-In, S-Video,

Composite Video, VGA-Out
Audio: (TX615) Three Stereo Audio-In, (TX612)

Stereo Audio-In, Stereo Audio-Out
Communications: (TX615) xRJ45,

(TX612) RS-232, USB

(TX615) Two 5-Watt Stereo Speakers, (TX612) 2-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

TX542-3D

$699
6.4

2800

3000:1

1024x768

12.76" x 3.82" x  9.21"

5000/4000 (STD/Bright)

1.6 to 1.92:1

30" ~  307"

Inputs: HDMI, Two VGA-In, VGA-Out,
S-Video, Composite Video

Audio: Three Stereo Audio-In, Stereo Audio-Out
Communications: RJ45, RS-232 and USB

Two 5-Watt Stereo Speakers

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

*TS526 / *TX536

$549/$649
5.0

2800

3000:1

(TS526) 800x600, (TX536) 1024x768

11.28" x 3.98" x  7.6"

4000/3000 (STD/Bright)

1.95 ~ 2.15:1

22.9" ~ 300"

Inputs: (TS526) VGA-In, (TX536) Two VGA-In,
VGA-Out, S-Video, Composite Video

Audio: Stereo Audio-In, Stereo Audio-Out
Communications: RS-232

2-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

*TW536

$849
5.0

2800

3000:1

1280x800

11.28" x 3.98" x  7.6"

4000/3000 (STD/Bright)

1.55 ~ 1.7:1

27.2" ~ 300"

Inputs: HDMI, VGA-In, VGA-Out, 
S-Video, Composite Video

Audio: Stereo Audio-In, Stereo Audio-Out
Communications: RS-232

2-Watt Speaker

3 Years Optoma Express Replacement
Service, 1 Year on Lamp

TW610ST / TX610ST

$999/$949
7.0

3100/3000

3000:1

1280x800/1024x768

12" x 4.5" x  9.6"

4000/3000 (STD/Bright)

(TW610ST) 0.52, (TX610ST) 0.62

(TW610ST) 44.6" ~ 300", (TX610ST) 39.3” ~ 300"

Inputs: HDMI, Two VGA-In, VGA-Out, 
S-Video, Composite Video, +12V Trigger

Audio: Stereo Audio-In, Stereo
Audio-Out, Microphone-In

Communications: RS-232, USB,
RJ45, Crestron RoomView®

Two 5-Watt Speakers

3 Years Optoma Express Replacement
Service, 1 Year on Lamp
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Weight (oz)

Contrast (Full On/Off)

Native Resolution

Max. Resolution (Resized)

Technology

Size (W x H x D)

Lamp Type

Lamp Life

Image Size (Diagonal)

I/O Connectors

Speaker

Warranty

Filter Free Design

Notes

Pico Pocket
Projectors

PRODUCT REFERENCE GUIDE
DATA PROJECTORS | HOME THEATER PROJECTORS | PICO POCKET PROJECTORS

 ©2010 Optoma Technology, Inc. DLP® and the DLP logo are registered trademarks of Texas Instraments.
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Home Theater
Projectors

MAP

Weight (lbs)

ANSI Lumens

Contrast (Full On/Off)

Native Resolution

Max Resolution (Resized)

Size (W x H x D)

Lamp Life (STD/Bright)

Keystone Correction

Vertical Offset

Noise

Throw Ratio

Throw Distance

Image Size (Diagonal)

I/O Connectors

Warranty

HD20

$999

6.4

1700

4000:1

1920x1080

1920x1080

12.76" x 3.82" x 9.21"

4000/3000

± 5˚ Vertical

116%

32dB/34dB (STD/Bright)

1.5 to 1.8:1

4.92' ~32.8'

37.6" ~  301.1"

Inputs: Two HDMI, VGA-In, Component
Video, Composite, +12V Trigger

1 Year Limited Parts and Labor,
90 Days on Lamp

HD66

$699

5.1

2500

4000:1

1280x720

1600x1200

11.28” x 3.98” x  7.6”

4000/3000

± 40˚ Vertical

112%

28dB/30dB

1.55 ~1.7:1

3.2' ~ 32.8'

27.2" ~ 301"

Inputs: HDMI, VGA-In, Composite,
S-Video, Stereo Audio-In, RS-232

1 Year Limited Parts and Labor,
90 Days on Lamp

MAP

PK101/102

$179/$229
(PK101) 4, (PK102) 4.4

(PK101) 1000:1, (PK102) 2000:1

480x320

(PK101) 480i, (PK102) 800x600 (SVGA)

DLP

2" x 0.6" x 4"

LED

20000 hrs.

6" ~ 60"

Composite Video/Stereo Audio
(Mini-Jack Adapter)

(PK102) VGA, USB Data Transfer

One 0.5-Watt Speaker

1 Year Limited Parts and Labor,
90 Days on Lamp

Yes

(PK101) Include iPod/iPhone Adapter,
(PK102) Optional Upgrade Kit

LED Light Source w/20,000 Hour Life
(PK101) Two Rechargeable Batteries,

(PK102) Rechargeable Battery
(PK102) 4GB of Internal Memory

(PK102) VGA Input

PK201

$299
5.6

2000:1

854x480

WXGA (1280x800) w/VGA Adapter, HD (1080i) w/HDMI

DLP

2.4" x 0.7" x 4.6"

LED

20000 hrs.

5" ~ 70" (16:9 Native)

VGA, 2.5mm Jack AV Input,
Micro USB, Mini HDMI, microSD Socket,

3.5mm Audio-Out

One 0.5-Watt Speaker

1 Year Limited Parts and Labor,
90 Days on Lamp

Yes

Truly Portable, Palm-Sized, 
Lightweight and rechargeable

LED Light Source w/20,000 Hour Life
microSD Card Slot Allows For Memory

Expansion up to 32GB
I/O Ports Include USB, VGA, HDMI and 

Video For Easy Connection

PK301

$399
8

2000:1

854x480

WXGA (1280x800) w/VGA Adapter, HD (1080i) w/HDMI

DLP

4.7" x 1.2" x 2.7"

LED

20000 hrs.

5" ~ 120" (16:9 Native)

VGA, 2.5mm Jack AV Input,
Micro USB, Mini HDMI, microSD Socket,

3.5mm Audio-Out

One 0.5-Watt Speaker

1 Year Limited Parts and Labor,
90 Days on Lamp

Yes

microSD Card Slot Allows For Memory
Expansion up to 32GB

Projects Large Widescreen Images Up to
120” Diagonal

LED Light Source w/20,000 Hours Life
I/O Ports Include USB, VGA, HDMI and 

Video For Easy Connection

*Sku restrictions: No outbound EDI feed to resellers, no internet resellers, DMR or retail. All specifications and pricing subject to change without notice.
  3D content can be viewed with active LCD shutter glasses when the projector is connected to a computer with a compatible 3D graphics card.  

Please visit www.optomausa.com for more information

Optoma Sales Office
888-967-8662

Throw Ratio (Distance/Width)

Recommended Projection Distance

Recommended Image Size (Diagonal)

Projection Lenses

Weight with Projector

Part Number

Standard Throw Lens    

1.60 to 2.00:1 

4.9’ to 23.0’ (1.5 to 7m)

36.8” to 216” (0.93 to 5.49m)

F=2.46-2.56, f=22.8-28.5 mm,  
1.25x Manual Zoom and Focus

18.9 lbs (8.6 kg)

BX-DL200

         Long Throw Lens

   2.00 to 3.00:1

   6.6’ to 65.6’ (2 to 20m)

   33.0” to 492” (0.84 to 12.5m)

   F=2.5-3.1, f=28.5-42.75 mm, 
   1.5x Manual Zoom and Focus

   18.9 lbs (8.6 kg)

   BX-DL300

Short Throw Lens

0.80:1

1.6’ to 9.8’ (0.5 to 3m)

30.0” to 184” (0.76 to 4.67m)

F=2.5, f=11.5 mm, 
Manual Focus

19.1 lbs (8.7 kg)

BX-DL080

Lens Throw Options* (PureOptics)

GameTime
Projectors

MAP

Weight (lbs)

ANSI Lumens

Contrast (Full On/Off)

Native Resolution

Size (W x H x D)

Lamp Life (STD/Bright)

Throw Ratio

Image Size (Diagonal)

I/O Connectors

Speaker

Warranty

GT360

$599
6.5

2500

3000:1

800x600

12.76" x 3.82" x  9.21"

5000/3000

0.9:1 (Distance/Width)

27.5" ~  300"

Inputs: VGA-In
S-Video, Composite Video

Audio: Stereo RCA Audio-In, Stereo Audio-Out
Communications: RS-232 

Two 5-Watt Speakers

1 Years Limited Parts and Labor,
90 Days on Lamp

GT700

$749
6.5

2300

2500:1

1280x800

12.76" x 3.82" x  9.21"

5000/3000

0.72:1 (Distance/Width)

34" ~ 300"

Inputs: HDMI, VGA-In, S-Video, Composite Video
Audio: Stereo Audio-In, Stereo Audio-Out

Communications: RS-232

Two 5-Watt Speakers

1 Years Limited Parts and Labor,
90 Days on Lamp

Downloaded from www.Manualslib.com manuals search engine 

http://www.manualslib.com/

